
Product Configuration

MC1

1. Slide the switch to ‘Phone’.
2. Plug in the 3.5mm audio jack of your phone.
3. Open audio or video recording application and begin recording.

Camera Series
1. Slide the switch to ‘CAMERA’.
2. Plug in the 3.5mm audio jack of your camera.
3. Turn on the camera and start recording.

Phone Series

Mic

Wind Shield

Specifications
Transducer:
Polar Pattern
Frequency Range
Sensitivity
Connector
Battery Type

Electret Condenser
Omni-directional
20~16000Hz
-30dB ±3dB 
3.5mm(1/8”)4-pole gold plug
LR44

Pad/Phone

Camera

◎ Used for smartphones don't need to install the battery.

Attention

Features
• Clip-On Mic for smartphones,DSLR,camcorders 

audio recorders,PC etc.

• Omni directional condenser microphone

• High-quality condenser is ideal for video use

• Low handling noise

Audio AdapterLR44 Battery

Lapel Clip



产品配置

1. 将麦克风的开关滑动到’PHONE’。
2. 将插头插入手机的3.5毫米音频接口
     (iphone7以上配置手机需要配Lightning转3.5MM原装转换头)。
3. 打开音频或视频记录应用程序并开始录音。

相机系列
1. 将麦克风的开关滑动到‘CAMERA’。
2. 将插头插入相机的3.5毫米音频接口。
3. 打开相机正常使用。

手机系列

领夹麦克风 纽扣电池 转接头

领夹海绵防风罩

特征
•   领夹式麦克风，适用于智能手机、单反、摄像机、录音机、
     电脑等。

•   全指向电容麦克风

•   高品质电容式声电转换器

•   极低的底噪

参数
传感器:
拾音模式
频率范围
灵敏度
连接
电池类型

电容式
全指向
20~16000Hz
-30dB ±3dB 
3.5mm标准通用插头
LR44纽扣电池

Pad/Phone

Camera

◎ 用于智能手机不需要安装电池。

注意

MC1


